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(57) Abstract: The invention relates to a burner 
(9) having an annular premixing channel (21) 
in which fuel (13) can be discharged in a radi- 
ally distributed manner. The radial distribution 
of the fuel (13) can be regulated during oper- 
ation of the burner (9) in that fuel (13) can be 
supplied, independently of one another, into a 
first and a second part (31;33) of admission de- 
vices having admission holes (29) varying radi- 
ally in opposite direction by means of fuel sup- 
ply lines (41,43,45). The invention also relates 
to a method for operating a gas turbine in which 
radial distribution of the fuel is regulated in a 
premixing channel (21) of a burner (9). 

(57) Zusammenfassung: Die Erfindung be- 
trifft einen Brenner (9) mit einem ringformigen 
Vormischkanal (21), in den Brennstoff (13) 
radial verteilt einleitbar ist. Die radiale Vertei- 
lung von Brennstoff (13) ist dabei wahrend des 
Betriebes des Brenners (9) dadurch einstellbar, 
dass einem ersten und einem zweiten Teil 
(31;33) von Einlassvorrichtungen mit sich 
in radialer Richtung gegenlaufig veranderten 
Offhungsquerschnittes von EinlassQffnungen 
(29) voneinander unabhangig Brennstoff (13) 
uber Brennstoffzuleitungen (41,43,45) zufiihrbar ist. Die Erfindung betrifft auch ein Verfahren zum Betrieb einer Gasturbine, bei 
dem die radiale Verteilung von Brennstoff in einem Vormischkanal (21) eines Brenners (9) eingestellt wird. 
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